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PRODUCT BULLETIN\ 
GYPSUM PRODUCTS 

GYPSUM BACKERBOARD 
3/8" - REGULAR 

I\ BULLETIN NO: B-7 

ASTM C442 

DATE: 1/15/69 
PAGE: 1 of 3 

CANCELS: 
DATE: 

B-7 
12/31/67 

PROOOCING PLANTS: Long Beach, Antioch, 
Long 

Seattle, Rosario, Jacksonville and Delanco 
Jock-

Core Formula: (Pounds per MSF) Beach Antioch ·Seattle Rosario sonville Delanco 

Boord Stucco (S-1, S-2) 1000-1150 975-1100 1000-1150 1000-1150 1000-1150 1000-1150 

Paper Fiber (B-G-1) 9-15 9-15 9-15 9-15 9-15 9-15 

Storch (RM-B-11A) 5.1-7.3 5.1-7.3 5.1-7.3 5.1-7.3 5.1-7.3 5.1-7.3 I 

I Dextrose (RM-B-3) 0-1 0-1 0-1 0-1 0-1 0-1 

Core Foaming Agent: 

ALS (B-G-1) 

(B-G-1) 

(B-G-1) 

(B-G-1) 

0.2-0.7 = 0.3-0.5 0.2-0.7 0.2-0.7 ! 

AAS 0.2-0.6 0.2-0.6 

lignin 2.0-2.5 2.0-3.0 4.0-5.0 2.0-2.5 

End Trim 20-35 10-30 20-35 

Potassium Sulfate (B-G-1) 0.5-2.0 0.2-1.5 0.5-2.0 0-1 .5 

Retarder 

Hydrated Lime 

Paper Liners: 

Note: 

(B-G-1) 

(RM-P-3) 0-0.5 

0-0.5 

0-0.5 0-0.5 

Corebaard Paper both sides (RM-B-1 A, B, C) 

0-0.4 

0-0.5 

Greyback paper may be used on back of 4' backerboard. 

I 

' 
i 
i 

2.0-2.5 4.0-5.0 I 
20C35 I 20-35 

0.5-2.0 0.5-2.0 

0-0.5 0-0.5 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications) 

1. Slurry Setting Time, minutes 1.5 - 4.0 

2. Wet Slurry Weight, (pounds per c.f.) 73 - 82 
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ASTM C442 DATE: 

OPERATING SPECIFICATIONS (continued) 

3. Wet Compressive Strength (psi) 200 
4. Edges - Square 

5. Backerbaard for KW-330 (Technical Bulletin 5424): 

B-7 
1/15/69 
2 ;,F 3 

B-7 
12/31/67 

a. Backerboard shall be 23-3/4, or 29-3/4 inches wide, both edges round, with one 
edge only tapered 0.030 to 0.045 inch deep by 2-1/2 inches wide. Width tolerance 
is -0 + 3/32 inches. 

b. Face print code number and "KEEP FREE OF LAMINATING COMPOUND" and a 
solid guide line on the tapered edge. Print one doshed guide line and "KW-330 
BACK PLY FIRE-RATED" on the non-tapered face. See illustration on page 3 for 
dimensions a 

PRODUCT SPECIFICATIONS: (Refer to Product Bulletin B-G-4 for General Specifications) 
Long Beach, Antioch Rosario, Jacksonville, 

& Seattle & Delanco 

Wet Weight 

Dry Weight 

Average 

Evaporation Loss 

(Lbs ./MSF) 

(lbs ./MSF) 

(Lbs./MSF) 

2120-2350 

1400-1550 

1475 

670-850 

ALL PLANTS 

Thickness- average (inch) .360-.385 

Thickness- individual reading (inch) ±.010 From overage 

Edge Hardness at Take-off (Lbs.) 5.5 minimum 

End Peel after Sawing (inch) 1/8 maximum 

Flexural Strength, 
Across grain 
Parallel 

minimum 
(Lbs.) 
(lbs.) 

Deflection at Break, minimum 
Across grain 
Parallel 

(inch) 
(inch) 

95 
34 

0.40 
0.30 

__ _u_ __________________ - -- -

2170-2400 

1450~ 1600 

1525 

670-850 
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PRODUCT BULLETIN GYPSUM BACKERBOARD BULLETIN NO: 
GYPSUM PRODUCTS 

PROBUCT SPECIFICATIONS: 

Punch Test 

Twist Test 
Face 
Bock 

Hammer Loss, decigrams 
Individual Test, maximum 

Bond at High Humidity 
Face 
Back 

3/8" -REGULAR 

ASTM C442 

(continued) 

(Lbs.) 

(inch) 
(inch) 

(inch) 
(inch) 

FACE PRINTING LAYOUT 
FOR 

KW-330 BACKERBOARD 

II ( f/'2. .I..STH.R5 

DATE: 
PAGE: 

CANCELS: 
DATE: 

ALL PLANTS 

600-900 

l/2 
3/8 

6.0 

• l/2 
l/2 
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